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Per le specifiche dei manometri M _ __ _ PA For technical details of M _ __ _ PA manometers

M 50 PA S
M 63 PA S

>	DIMENSIONI E PESI / SIZES AND WEIGHTS

>	ARTICOLI DISPONIBILI IN PRONTA CONSEGNA E PREZZI / ITEMS READY FOR DELIVERY AND PRICES

COD. SCALA/SCALE €
 914 560 00 S -1 bar/kpa 17,23
 914 560 10 S 1 bar/psi 17,23
 914 560 11 S 1,6 bar/psi 15,57
 914 561 11 S 2,5 bar/psi 13,83
 914 562 11 S 4 bar/psi 13,83
 914 563 11 S 6 bar/psi 13,83
 914 564 11 S 10 bar/psi 13,83
 914 564 21 S 12 bar/psi 13,83
 914 565 11 S 16 bar/psi 13,83
 914 566 11 S 20 bar/psi 13,83
 914 566 12 S 25 bar/psi 13,83
 914 567 11 S 40 bar/psi 14,84
 914 568 11 S 60 bar/psi 14,96
 914 568 20 S 100 bar/psi 14,96
 914 568 30 S 160 bar/psi 14,96
 914 568 40 S 250 bar/psi 14,96
 914 568 50 S 400 bar/psi 14,96

COD. SCALA/SCALE €
 914 660 13 S -1 bar/kpa 17,37
 914 660 14 S 1 bar/psi 17,37
 914 660 15 S 1,6 bar/psi 15,70
 914 661 11 S 2,5 bar/psi 15,50
 914 662 11 S 4 bar/psi 15,50
 914 663 11 S 6 bar/psi 15,50
 914 664 11 S 10 bar/psi 15,50
 914 664 21 S 12 bar/psi 15,50
 914 665 11 S 16 bar/psi 15,50
 914 666 10 S 20 bar/psi 18,70
 914 666 11 S 25 bar/psi 18,70
 914 667 11 S 40 bar/psi 19,53
 914 668 10 S 60 bar/psi 19,53
 914 668 20 S 100 bar/psi 19,53
 914 668 30 S 160 bar/psi 19,53
 914 668 40 S 250 bar/psi 19,53
 914 668 50 S 400 bar/psi 19,53

COD. €
914 989 09 S 50 A 1,49
914 990 01 S 63 A 2,02

>	NOTA
Le staffe di fissaggio possono essere richieste anche 
separatamente come accessorio con i seguenti codici:

The fixing brackets can be ordered separately as an 
accessory with the following codes:

>	NOTE
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MOD. D G S F C a b h p PESO/WEIGHT
M 50 PA S 56 mm G1/8" 72 mm 65 mm 51 mm 24 mm 29 mm 53 mm 5 mm 137 gr

M 63 PA S 68 mm G1/4" 86 mm 78 mm 62 mm 24 mm 29 mm 53 mm 5 mm 171 gr

MANOMETRI A MOLLA BOURDON, ATTACCO POSTERIORE, CON STAFFA 
cassa inox versione a secco, ad incasso DN 50–63

BOURDON SPRING PRESSURE GAUGES, REAR CONNECTION, WITH BRACKET 
stainless steel case dry version, for instrument panel, DN 50–63

M 50 PA S M 63 PA S


